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Properties

» New slim feed technology
e [ow phase noise

e Low noise figure of 0.1 dB
e High frequency stability

Low Band:

Input frequency range: 10.7~11.7 GHz
Output frequency range: 950~ 1950 MHz
LO frequency: 9.75 GHz

High Band:

Input frequency range: 11.7~12.75 GHz
Output frequency range: 1100~2150 MHz
LO frequency: 10.6 GHz

Noise figure: 0.1 dB

Operation Temperature: -25 °C to +60 °C

This product complies with all European standards and requirements and is protected by patent. All certificates are available.

All trademarks and logos are registered and all rights are reserved by their respective owners.

0.1 dB Noise
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Compatible

Eigenschaften

» Neue kompakte Empfangstechnologie
e Geringes Phasenrauschen

e Geringes RauschmalB von 0,1 dB

® Hohe Frequenzstabilitat

Low Band:

Eingangsfrequenzbereich: 10,7~11,7 GHz
Ausgangsfrequenzbereich: 950~ 1950 MHz
LO Frequenz: 9.75 GHz

High Band:

Eingangsfrequenzbereich: 11,7~12,75 GHz
Ausgangsfrequenzbereich: 1100~2150 MHz
LO Frequenz: 10,6 GHz

Rauschabstand: 0,1 dB

Betriebstemperatur: -25 °C bis +60 °C
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Alle genannten Marken und Logos sind registriert und geniessen Schutzrechte durch deren Inhaber.

Dieses Produkt entspricht allen europdischen Normen und Anforderungen und ist patentrechtlich geschitzt. Alle Zertifikate sind vorhanden.
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